
​FLAMEDEX OXYGEN PURITY METER​
​– QUICK START GUIDE​

​1. POWER ON & CALIBRATION​
​●​ ​Locate the power switch on the bottom and slide it​​right​​to turn on.​
​●​ ​The FlameDex auto-calibrates on startup. Ensure it is at​​room temperature​​and​​not​

​connected​​to any gas for​​10 seconds​​after powering on.​

​2. MEASURING OXYGEN PURITY​
​●​ ​Flow the oxygen sample through the​​Oxygen In/Out​​ports (flow direction not important).​
​●​ ​Allow the purity reading to​​stabilize​​before recording.​

​3. TEMPERATURE DISPLAY MODES​
​●​ ​Hold Function Button (2 sec)​​to switch between the​​3 main modes​​:​

​1.​ ​Flame Temp (°C)​​–​​Propane / Methane / Acetylene / Hydrogen​
​2.​ ​Flame Temp (°F)​​–​​Propane / Methane / Acetylene / Hydrogen​
​3.​ ​Sensor Temp​​–​​°C / °F​

​●​ ​Press Function Button once​​to cycle​​sub-options​​within each mode.​

​4. SLEEP MODE​
​●​ ​The device sleeps after​​5 minutes​​of inactivity.​
​●​ ​Press Function Button​​to wake.​


